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EV4 HI-VIS SHELL JACKET (3L)

DESCRIPTION

FEATURES

PORTWEST

|EXTREME

'WATERPROOF & BREATHABLE

PORTWEST EXTREME
WATERPROOF AND
BREATHABLE

1500, PU Membrane bonded to 1 00%

D Tricot

=i,

WORKWEAR

STANDARDS

The EV4 Hi-Vis Shell Jacket uses dynamic stretch
fabric that offers maximum waterproof, windproof
and breathable protection at a EN343 4.4 level, for
year round wear. The ergonomic profile and raglan
sleeves allow for an unrestricted range of motion
with greater freedom of movement. Its longer back
length, wind cuffs, removable helmet compatible
hood with 3 point adjustment system and toggle
adjustable hem provide extra protection against the
elements.

- 3 layer waterproof fabric for lightweight, durable
comfort

- Waterproof with taped seams preventing water
penetration

- Extremely water resistant PFAS free Texpel™
Splash Eco fabric finish, water beads away from
fabric surface

- 4-way stretch fabric for ease of movement and
added comfort

- Acti-Reach™ innovative one panel construction

EN ISO 20471 Class 2

RIS 3279 TOM Issue 2 (Orange Only)
EN 343 Class 4:4 X WP 20,000MM, MVP
10,0009/m2/24hrs

COLOUR / SIZES

COLOUR

SIZE RANGE

Fabric is durable with added abrasion resistance at that increases arm and torso mobility when EVA65YBR | YELLOW/BLACK | S-3XL
elbows. reaching, turning and twisting.
The narrow triple stormflap protects the zip and - Narrow triple storm flap for enhanced zip
ensures full waterproofness. protection and added rain protection
- CorePro Armour provides ultimate abrasion
COMPOSITION resistance to the elbow area
- Helmet compatible adjustable hood
gy - Underarm pit zips for enhanced breathability
;:;:ivlfas;IEe)'(t‘Ir:(:""Awe:gla;:srtper:gtfr:?gh 75D x - Water resistant zips to prevent water penetration
75D Twill 3L, PU Membrane bonded to - Engineered with an active fit
100% Polyester 30D Tricot, 150g + Premium styling with pre-formed elbow shaping
#03 Elbow patch: 100% Nylon, 500D Taslan
2909
"II"E Yellow/Black S-3XL
FEATURES
Acti-Reach™ innovative HEAT APPLIED SEGMENTED CERTIFIED AFTER 25X
one panel construction that REFLECTIVE TAPE

increases arm and torso
mobility when reaching,
turning and twisting.

This symbol indicates that
the garment has heat applied
reflective tape

WASHES
Certified to EN ISO 20471
after 25x washes
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EN ISO 20471
High Visibility Clothing - Test Methods
And Requirements

ELEVATED ENDURANCE WORKWEAR
Redefine your working experience

with elevated comfort in warm
conditions
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TECHINCAL INFORMATION
K H m a SATRA Technology Europe Ltd
—_— (Notified Body Number.:NB: 2777)Bracetown
g‘sﬂ; Business ParkCloneeDublin 15D15 YN2P,IrelandCert

No: 2777/27328-01/E00-00

- Wash with similar colours
+ Wash garment inside out and fully

fastened
Colour Fit Wid (cm) Hgt (cm) Weight (Kg) Cubic (m?) GTIN/DUN14

EV465YBRS Yellow/Black 58 38 22 999 4040.667 5036108481057 15036108967879
EV465YBRM Yellow/Black 58 38 22 999 4040.667 5036108481040 15036108967862
EV465YBRL Yellow/Black 58 38 22 .999 4040.667 5036108481033 15036108967855
EV465YBRXL Yellow/Black 58 38 22 999 4040.667 5036108481064 15036108967886
EV465YBRXXL Yellow/Black 58 38 30 999 5510.000 5036108481071 15036108967893
EV465YBRXXXL Yellow/Black 58 38 30 999 5510.000 5036108481088 15036108967909




